












VERY WIDE EXTENSION  
IPervoice: one cable type for multiple building residential compounds (each building 
with its one garage door and pedestrian entrance), with several concierges and common guarded
areas with which audio/video communications can be established (garage, park, pool).

OPTICAL-FIBRE-READY
Optical fibre can be used for special situations (distance longer than 100 metres or passage 
in conduits with power cables) in the IPervoice system: this makes system extension virtually
unlimited.

ACCESS CONTROL
The system integrates access control with event memory for monitoring movements 
at all entrances.

SWITCHBOARDS 
With IPervoice, the concierge desk becomes a Service Centre connected to all buildings 
and apartments.

INTRUSION ALARM  
The intrusion alarm of each apartment interfaces with the system for better monitoring 
and continuous surveillance by the concierge.

VIDEO SURVEILLANCE  
No limit of installable cameras, which can be monitored at all times from each apartment to monitor
compound security.

INTERCOM FUNCTION  
Top quality communications inside and outside the apartment: 
- up to 16 devices in each apartment, constantly interfacing, without using the riser column
- possibility of communicating with all other users in the system and with the various manned

stations in common areas.

VIDEO DOOR PHONE MAILBOX  
Each user can exploit the audio/video mailbox containing messages left by visitors 
when they were away.

SELF-DIAGNOSTIC FUNCTIONS  
IPervoice constantly monitors the state of all peripheral devices in the system: the switchboard 
is immediately signalled in case of faults. The signals can be sent to a remote destination, 
for calling - for example - assistance and providing a more effective, punctual service.

Access control with evolved functions

Lift monitor

Intrusion alarm

Video surveillance

Switchboard and IP stations

Self-diagnostic functions

Once key for all functions 
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Dedicated CAT5 cable:
perfect also for outdoor

buried installation.
1039/90

Simplified installation
One wire for the entire system, the practicality of PoE switches for distribution, and IP technology: these element allow

installers to supply a very high-tech product to their customers, ensuring easy installation and optimised installation

times and costs. 

The extreme linearity and simplicity of the Ethernet satisfies all possible installation requests, turning the residential

compound into a perfectly intercommunicating area, favouring functional interoperability.

EXTERNAL WIRING

IP vandal-proof 
calling module 

(external access)
1039/14

IP vandal-proof
calling module 

(internal access) 
1039/14

IP/CAT5 Gateway 
1039/50

VoIP telephone 
4501/5

PC

Video Server
1039/69

TVC

PoE switch 
1039/44

PoE switch 
1039/44

PoE switch  
1039/44
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A dedicated, high-performance protocol
At the bottom of each building/staircase, a gateway 

translates the IP language into a protocol capable 

of connecting up to 1080 users at a distance 

of up to 900 metres. All floor distributors carry signals

towards apartments.

The entire installation, in column and apartment, 

is entirely made using a CAT5 cable. The number of risers

is unlimited: your installation is served.

Intercom inside, never busy outside! 
Even single apartments can enjoy the benefits 

of remarkable versatility.

Up to 16 devices can be installed, all fully intercommuni-

cating without engaging the column audio lines. 

Never busy: simply add a AWG24 twisted pair 

to the column to allow two audio communications 

at the same time.

INTERNAL WIRING

IP vandal-proof
calling module 

(internal access) 
1039/14

1st audio 
channel

2nd audio 
channel

(with additional 
twisted pair 
in column)

Intercom function

Intercom 
device 

1039/36

Quick programming 
with dedicated software
using a Smartphone/PDA

IP/CAT5 Gateway
1039/50

Power 
supply unit 

1039/20

Power supply unit 
1039/20

Lift interface 
1039/37

PoE switch 
1039/44



Integrated handicapped 
user help 

Voice messages 
for operations in progress

Absence indication 
and audio/video message recording

Door open detection

Duress alarm
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Standard colour camera 
with presence detector

310

130

42

Vandal-proof 
steel panel

Door opening 
with proximity key

or code

Two locks 
can be managed 

(garage door 
and pedestrian door, 

for example)

Alphanumeric
panel

3.5” colour
TFT display

Flush-mounted
and 
wall-mounted

Compact 
dimensions 
(H x W x D) mm 
(16 mm protruding)

The steel that knows how to be versatile
The new Urmet vandal-proof steel panel was specifically

designed for IPervoice. The calling module manages 

two locks (for managing, for example a pedestrian

entrance and a garage door) and is provided 

with integrated access control. It works with proximity

key or code, and has open door detection function.

It is also provided with a duress signalling system 

for opening the door with a code and sending a duress

signal to the concierge at the same time. 

The colour camera and light is standard. 

The alphanumeric keypad is simple and sophisticated,

allowing - for instance - to leave messages when the

called person is away. 

The calling module has an extra function for easier 

user by handicapped users: the call is sent to the

concierge if several buttons are pressed at the same time.

No calls are lost in this way.

The panel can be installed flushed and on the wall.

MULTIFUNCTIONAL CALLING MODULE
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A display created to communicate
The peculiarity of this panel is however all enclosed 

in the 3.5” TFT colour display, which is the real, 

evolved heart of the product. All operations are prompted

on screen for assisted operation. Furthermore, an image

can be associated to each user: in this way, a map will

appear when a name is called showing how to reach 

the required apartment. This innovative help is highly

appreciated in large-sized compounds. 

The camera motion detector turns the display on as soon

as someone approaches: this saves electricity and means

that the system is always ready to welcome residents and

visitors. Arrows can be used to easily and quickly scroll

the name list.

Welcome screen 
and basic function guide

Map indication
After the user 

opens the door, 
a directions on the way 

to be followed are displayed.
The user can be associated 

to different images 
according to the calling

module from where 
the call is made.

Name search
The directory 

in alphabetical order 
makes searching 

for the required user’s name
extremely flexible and fast.
The selected user’s name 
will magnified for easier

identification.

Away message
A personal message, 

which appears 
when the user is away, 
may be programmed. 

At the same time, 
visitors are invited to leave

an audio/video message
which can be played later.

Selection help
The user’s code 
can be entered 

using help functions. 
Punch in the number 

of the building, 
the staircase, the floor 

and the apartments and then
press the bell symbol 

to forward the call.
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Touchscreen monitor

The innovative design and technology of the new Urmet hands-free 
touchscreen monitor makes it the ideal partner for IPervoice. 
Its large 7" screen, with quick and easy icon menu, can be used to manage 
all system control functions directly from the monitor. Each function is clearly
shown: first and second lock opening, at home/away state, special decoders,
switchboard call, intercom calls, etc.). Basic indications (mute, door open,
voice mail message, audio on) are provided by light indicators and highly
sophisticated functions can be immediately accessed: for example, 
all other apartments in the column can be called using a virtual number pad.
The new touchscreen hands-free monitors has two speakers for audio 
and calling functions. It has no-voltage and biased lines and a compact size
(WxHxD 225x134x35 mm). 
All functions are at your fingertip: technology is easy.
Integrated hearing aid setup.

Contact the sales network for availability.

Broad range of designs, maximum function control
The extreme flexibility of the IPervoice system is confirmed by its compatibility with the range Urmet apartment stations. 

By using dedicated brackets, customers can choose the style and cost they prefer: the system is colour-ready 

and B/W monitors can be used.

With IPervoice, the monitor becomes the apartment control terminal: lift monitor, integrated CCTV cameras, 

switchboard calls for signalling burglar alarms - all controls are directly selectable from the monitor which puts 

the apartment into communication with the entire building, in addition to with visitors at the door, 

for high-tech interfacing. 

Emergency call function is available for all monitors in the Urmet range which can be installed in the IPervoice system:

the device, when fitted, can connect to external peripheral devices (emergency call buttons, wiring accessories) 

which can turn it on. After receiving the call for help signal, the monitor will call the switchboard, establish an audio

communication if a hands-free monitor is present in the apartment, and provide the requested help in real time.

Furthermore, special decoders can be used to implement functions such as turning on the lights, operating loads 

and other supplementary services.

MONITORS
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IMAGO

Imago is the new Urmet hands-free monitor, with full duplex audio 
and a size (WxHxD) of 220x122x38 mm. It is provided with a 4” OSD display
for perfect viewing from all angles. Its clean-cut design and shiny case 
are a technology - as well as style - statement. 
Imago can practically manage all IPervoice functions. Auxiliary buttons 
can be combined to commands as required (e.g. automatic system CCTV
camera switching) and the large screen provides excellent vision. 
All buttons are backlit and indicate monitor state (call is in progress, 
audio on, etc.) and faults (door open, etc.) for simplified use and at-a-glance
control of all functions.
Integrated hearing aid setup.

Minimal style for an extra-slim design. The new Signo monitor is the smallest 
on the market, with a size of 225x205 mm and a depth of only 50 mm. 
Available in white, anthracite and high-tech grey, Signo colour and B/W versions
are available: the colour version has a 4” LCD display, while the B/W version 
has a 4.5” display. 
The harmonious, perfectly flat surface has no sharp edges: profiles are rounded,
like the user-friendly buttons (door opener plus three auxiliary buttons 
for operating secondary services). 
Integrated hearing aid setup.

SIGNO
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PC-based 
access control 
with event log 
and four-level 

anti-pass-back function. 
The system recognises 

entering and exiting 
from all the key 
operated gates, 

not only 
form the complex.

ACCESS CONTROL

Lifts turn smart
After receiving a video door phone call, the user can activate 

the lift function simply by pressing a button.

In this way, the visitor will find the lift ready and waiting to take them

directly to the required floor. Only the button of the user’s floor will

be enabled for use. The system can however recognise system faults:

in this case, relays will be automatically be activated allowing normal

operation of the lift.

Up to 8 devices 
for 192 relay contacts 

which can be associated 
by means of decoder 

(by user or by group of users).

1

8

LIFT MONITOR

Access control: safety starts here
No additional wiring for high-performance access control. 

The system detects movements and stores events, recognising 

the key and access code which was used. 

The APB (anti pass-back) function prevents several users 

from employing the same key for gaining access in a short period of

time from the same entrance. The function requires exiting to follow

entering before allowing entering again. The four-level APB function

(with four concentric areas) allows to identify presence inside each

area. The presence of a standalone proximity key reader on Sinthesi

module with IP protocol increases flexibility of use of the system. 

It may be arranged on a garage access column or near the entrance

of common areas for residents only.

Intercom 
device 
1039/36

Power supply unit 
1039/20

Distributor
1039/34
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Integrated safety
Safety is an increasingly more felt need. IPervoice improves safety

making it more comfortable. A simple board is enough for making

sophisticated intrusion alarm systems (such as the Urmet 1061 system,

offering many zone splitting functions) interface with the monitor. 

In case of alarm, the call is thus immediately forwarded 

to the concierge for a timely intervention.

At the same time, a floor indicator is activated (siren or light) 

to accurately locate the break-in.

The alarm system is armed in the apartment with the same key used

on calling modules to access the building compound.

INTRUSION ALARM

Control unit 
1061/006

Key actuator 
1061/334

External siren 
1033/415

Detector 
1033/115

Distributor 
1039/34

Visual and/or sound
floor signalling

OUT bus

IN bus

Imago monitor
1707/1



The eyes of the system
With IPervoice common areas are always under control: the number

of cameras which can be installed is unlimited and a video server

allows to view all controlled places on a PC.

Individual users can from their apartments can monitor the areas 

of interest directly on the monitor.

The quick combination of the monitor to the cameras means 

that a cycle can be activated at any time, switching from one camera

to the next, simply by pressing the programmed button.

The combination of an alarm sensor to a specific camera 

may be optionally used to call the switchboard from where the video

feed can be recorded.

A sensor system 
switch the cameras on 

when someone passes by.
The cameras automatically
connect to the switchboard
for total, more comfortable

surveillance.

VIDEO SURVEILLANCE

16

PoE switch 
1039/44

Video Server
1039/69 TVC
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From concierge to control centre
Each switchboard can be associated to a specific group of users 

or to all users. If the switchboard operator is not present, switchboard

function can be automatically transferred to another switchboard. 

The switchboard can put users of another systems into communication.

Calls can be transferred to a cordless phone: this function is useful

when operators leave their usual stations. A regular headset and 

microphone (like the ones used by call centres), a Bluetooth headset 

or a 1039/41 microphone which connects to the PC via USB port 

and A/V cable can be used for audio functions. The image is instead

shown on the PC monitor (the PC may be of the touchscreen type).

The operator may send recorded audio messages to a specific user,

group of users or all users at the same time.

SWITCHBOARD

Managing the residential compound with IPervoice is very flexible,

also because it can connect to a VoIP telephone. Used in common

areas, this telephone can be called by all users and can be used 

to call them all back; furthermore, the telephone may be used 

to activate typical switchboard operations, such as opening the door.

The VoIP telephone is a hands-free device with a PSTN input 

for use as a traditional telephone.

VOIP TELEPHONE

PoE switch
1039/44

PC

VoIP telephone 
4501/5

VoIP telephone 
4501/5
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1039/45

1039/1

1039/20

1039/14

1039/34

1039/36

1039/41

References
1039/1
IP system server
Intel Pentium 1GHz processor. With one RJ45 port and two USB ports.
Ready for mounted on wall and on DIN bar. With 2.5” HDD.
Dimensions: 172 (width) x 55 (height) x 114 (depth).
On/Off button and LED, reset button. Power supply unit included.

1039/100
Set of 20 RJ45 connectors IP side
Set of 20 RJ45 connectors with “URMET” print for connecting compatible IP devices.

1039/101
Set of 20 RJ45 connectors column side
Set of 20 RJ45 connectors with “NO LAN” print for connecting IP IPervoice column devices.

1039/14
Vandal-proof IP calling module
Monolithic, vandal-proof steel module. With colour camera, light, 3,5" TFT display, 
alphanumeric keypad, door opener and proximity key reader module. 
Dimensions: 310 mm (height) x 130 mm (width) x 15 mm (protrusion from wall). 
Door opener sensor connections, management of two locks and hall button.

1039/20
CAT5 column power supply unit
Power supply unit for IPervoice riser. Provided with two RJ45 connectors for inlet and output bus.
With LED and trimmer for video signal equalisation. 
Dimensions: DIN bar (10 modules).

1039/34
CAT5 four-user distributor
Four user in column. With four RJ45 connectors for connecting users and two RJ45 connectors 
for input and output buses. Call floor for each user. 
Terminals for connecting the second audio channel to the column.
Relay output for connecting to a floor alarm signal.

1039/36
CAT5 intercom device
For connecting four apartment devices (audio or video door phones) allowing intercom functions. 
Up to four devices in a cascade for a total of 16 devices in parallel and intercommunicating 
in the same apartment. DIN bar (6 modules). Locally powered by 1039/20.

1039/37
CAT5 lift interface
Allows to supply door open information to the lift control unit of the building. 
Provided with 24 NO/C/NC relay outputs which can be associated to each user or group of users. 
Up to eight devices can be connected in cascade for a total of 192 commands.
DIN bar (12 modules). Locally powered by 1039/20.

1039/41
PC concierge switchboard
Atlantico door phone with USB connector and A/V plug for connection to PC. 
Provides audio door phone connection to concierge switchboard application.

1039/44
4 ports + 4PoE switch  
Switch with 8 ports, of which four PoE.

1039/45
4PoE + 2 ports switch with power supply unit
Switch with 6 ports, of which four PoE. Operations with extended temperature range (-40° +75°C).
Power supply unit included. Arranged for assembly on DIN bar.

1039/37



1039/50

1039/56

1039/69

1039/88

1740/40

1707/1

1717/1

4501/5

1039/90

References

1039/50
IP/CAT5 gateway
For interfacing IP backbone with riser column. Assembly on DIN bar (10 modules).

1039/56
Bluetooth programming device
Interface for programming column devices using mobile phone or PDA. 
Provided with adapter cable.

1039/61
Apartment alarm interface
Interface board to be arranged inside URMET units 1061/004 and 1061/006.

1039/69
IPervoice Video Server
For connecting 4 traditional cameras. The images are conveyed to IP bus and displayed on devices 
in the system (monitor, switchboards).

1039/80
IP special decoder
For activating/deactivating loads or other functions on IP backbone.

1039/88
Sinthesi IP reading head
IP bus proximity key reader.

1039/90
IP outdoor cable
CAT5 for buried installation. For use on common backbone. 100 metre reel.

1139/2
IPervoice door phone
Signo door phone. Provided with three buttons plus door opener button.

1740/95
IPervoice plus bracket for Signo

1707/95
IPervoice bracket for Imago

1707/1
Imago monitor
4” colour monitor, hands-free, wall mounted.

1740/1
Signo monitor
4.5” b/w monitor.

1740/40
Signo monitor
4” TFT colour monitor with handset.

1717/1
Monitor
7” TFT colour monitor, hands-free, touchscreen. Wall mounted.

4501/5
VoIP telephone 
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URMET DOMUS S.p.A.
Via Bologna, 188/C

10154 Torino (ITALY)

Switchboard Phone +39 011.24.00.000
Export dept. Phone +39 011.24.00.250/256

Fax +39 011.24.00.296

Customer Service +39 011.24.00.863
urmetdomus.com

info@urmetdomus.it
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